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_ 12} English 


Elektrowerkzreug. Bei unbeabsichtigte™ Betatigen des 
Ein-/Ausschalters besteht Verietzungsrefah' 

> Halten Sie das Elektroworkzeug und die Liftungs- 
schlitze sauber, um gut und sicher zu arbeiten. 


Kundendienst und Anwendungsberatung 


Der Kundendienst beantwortet ihre Fragen zu Reparatur und 
Wartung Ihres Produkts sowie zu Ersatzteilen Explosions 
zeichnungen und Informationen zu Ersatzteilen finden sie 
auch unter: www.bosch-pt.com 

Das Bosch-Anwendungsberatungs-Te 
bei Fragen zu unseren Produkten und ¢ 
Geben Sie bei allen Riickfragen und Ersatzteilbestellungen 
bitte unbedingt die 10-stellige Sachnummer laut Typen 
schild des Produkts an 


Deutschland 

Robert Basch Power Tools GmbH 
Servicezentrum Elektrowerkzeuge 
Zur Luhne 2 

37589 Kalefeld — Willershausen 
Unter www. bosch-pt.de konnen 
stellen oder Reparaturen anmelden 
Kundendienst: Tel.; (0711) 40040460 
Fax; (0711) 40040461 

E-Mail: Servicezentrum.Elektrowerk 
Anwendungsberatung: 

Tel.: (0711) 40040460 

Fax: (0711) 40040462 

E-Mail: kundenberatung.ew@de.bosch.com 


am hilft hnen gerne 
deren Zubehor 


Sie online Ersatzteile be 


reuge@de bosch.com 


Osterreich 

Unter www.bosch-pt.at konnen Sie on! 
jen 

Tel.: (01) 797222010 

Fax; (01) 797222011 

E-Mail: service.elektrowerkzeuge@at bosch 


line Ersatzteile bestel- 


com 


Luxemburg 

Tel; +32 2 588 0589 

Fax: +32 25880595 

£-Mail: outillage.gereedschap@be bosch.com 


Schweiz 

Unter www.bosch-pt.com/cl 
teile bestellen. 

Tel.; (044) 8471511 

Fax: (044) 8471551 
Mail: Aftersales.Service@de.bosch.com 


Transport 

Die enthaltenen Li-lonen-Akkus unterliegen den Anforderun 
gen des Gefahrgutrechts. Die Akkus Konnen durch den Be- 
ohne weitere Auflagen auf der Strafie transportiert 


h/de konnen Sie online Ersatz 


durch Ditte (2.8.; Lufttransport oder Spediti 
e Anforderungen an Verpackung und 
beachten. Hier muss bei der Vorbereitung 
ein Gefahrgut-Experte hinzugezogen 


Versenden Sie Akkus nur, wenn das Gehause ung 
ist, Kleben Sie offene Kontakte ab und verpacke 
h nicht in der Verpackung b 


ku so, dass ef sic 
achten ole auch eventuelle weiterfuhrende nation: 


schriften 


.} 
r tool plugs must match the outlet. Never modify 
in any way. Do not use any adapter plugs with 
4 (grounded) power tools. Unmodified plugs and 
g Outlets will reduce risk of electric shock. 
hody contact with earthed or grounded sur- 
uch as pipes, radiators, ranges and refrigerat- 
ere is an increased risk of electric shock if your 
arthed or grounded. 
power tools to rain or wet conditions. 
g a power too! will increase the risk of elec- 


Entsorgung 


“oF Elektrowerkzeuge, Akkus, Zubehg 
BK ckungen sollen einer umweltgerechs, 

~ verwertung zugefUhrt werden, 
Werfen Sie Elektrowerkzeuge und 


terien nicht in den Hausmilllt 


Nur fiir FU-Lander: 

Gemab der eyropaischen Richtlinie 2012/19/E( es aa 

nicht mehr gebrauchsfahige Elektrowerkzeuge y eer “a tondeanprd 
m heat, oil, sharp edges or moving parts. 


n Richtlinie 2006/66/EG mi 
Akkus/Batterien getrennt pes 
ten Wiederverwendung zuge' 


der europaische' 
oder verbrauchte harp edges ormoving a. 
einer umweltgerec j entangled 

‘ing a power tool outdoors, use an exten: 


table for outdoor use. Use of a cord suit- 


den. 
kus/Batterien: 
ser itdoor use reduces the risk of electric shock. 
aed ‘ , a ting a power tool ina damp location is un- 
Bitte beachten Sie die Hinweise Im Abschnitt Tr; je, use a residual current device (RCD) protec: 
fy. Use of an RCD reduces the risk of electric 


he Transport’, Seite 12) 


f 


rt, watch what you are doing and use common 
ie operating a power tool. Do not use a 

1 while you are tired or under the influence 
, ol or medication. A moment of inatten- 
ating power tools may result in serious per- 


English 


equipment. Always wear eye 


Safety instructions n, Protective equipment such as a dust mask, 
f shoes, hard hat or hearing protection 
General Power Tool Safety Warnings priate conditions will sah ste in- 
EXY WARNING Read all safety warning: 
tions, illustrations tentional starting. Ensure the switch isin 
tions provided with this power tool. Failure to tion before connecting to power source 
sry pack, picking up or carrying the tool. 


ower tools with your finger on the switch or en- 


structions listed below may result in electric shoc 
ng power tools that have the switch on invites acci- 


or serious injury. 
Save all warnings and instructions for futu rer 
The term “power tool" in the warnings refers 
operated (corded) power tool or battery-o| 
less) power tool. 


Work area safety 

> Keep work area clean and well lit. Cl 
areas invite accidents. 

> Do not operate power tools in explosive atn 
such as in the presence of flammable liqui¢ 
dust. Power tools create sparks which mayig 
or fumes. } 


> Keep children and bystanders away 
power tool. Distractions can causé you tolo 


>ve any adjusting key or wrench before turning 
tool on. A wrench ora key left attached toa 


part of the power tool may result in personal in- 


yt overreach. Keep proper footing and balance at 
This enables better control of the power tool in 
cted situations. 

| .. Do not wear loose clothing or jew- 

ry. Keep your hair and clothing away from moving 
ose clothes, jewellery or long hair can be caught 


parts. 
are provided for the connection of dust ex- 
collection facilities, ensure these are con- 


nected and properly useq ‘ 
duce ost retced facia Use of dust collection can re- 


safety principles. Acarelessaen ot Emre 
jury within fraction of a second, aese severe in- 


Power tool use and care 


» Do not force the power tool. Use the eo 
cia the correct power 
maysane tease eee 
peers which it was de- 

> Donotuse the power tool if the switch 
on and off. Ay powel voli anaes 
with the switch is dangerous and must be repaired. 


> Store idle power tools out of the reach of children. 
dott slow pormina akuatiaeiiaiaee ise aaa 
these instructions to operate the power tool. Power 
tools are dangerous in the hands of untrained users. 

» Maintain power tools and accessories. Check for mis- 
alignment or binding of moving parts, breakage of 
parts and any other condition that may affect the 
power tool's operation. If damaged, have the power 
tool repaired before use. Many accidents are caused by 
poorly maintained power tools. 

> Keep cutting tools sharp and clean. Properly main- 
tained cutting tools with sharp cutting edges are less 
likely to bind and are easiertocontrol. 

> Use the power tooi, accessories and tool bits etc. in 
accordance with these instructions, taking into ac- 
count the working conditions and the work ta be per- 
formed. Use of the power tool for operations different 
from those intended could result in a hazardous situation. 


tool in unexpected situations. 


Battery tool use and care 

. Recharge only with the charger specified by the manu- 
facturer. A charger that is suitable for one type of bat- 
tery pack may create a risk of fire when used with another 
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Shorting the battery terminals together may cause burns 


ora fire. 
> Under abusive conditions, liquid ma 
the battery; avoid contact. If contact accident 


y be ejected from 
ally oc- 


curs, flush with water, If liquid contacts eyes, addi 
tionally seek medical help. Liquid eye ted from the bat 
tery may cause irritation or burns 

damaged or 


> Donot use a battery pack or tool that is 


modified, Damaged or modified batteries May exhibit 
unpredictable behaviour resulting in fire explosion of risk 
of injury 


» Do not expose a battery pack or tool to fire or excess 
ive temperature. Exposure to fire or tempe rature above 
130°C may cause explosion 

> Follow all charging instructions and do not 
battery pack or tool outside the temperature range 
specified in the instructions. Charging improperly or al 

temperatures outside the specified range may damage 

the battery and increase the risk of fire 


charge the 


Service 

» Have your power tool serviced bya qualified rej 
person using only identical replacement parts. This 
will ensure that the safety of the power tool is maintained 

>» Never service damaged battery packs. Service of bat- 
tery packs should only be performed by the manufacturer 
or authorized service providers. 


pair 


Safety information for drills and screwdrivers 


Safety instructions for all operations 

GSB 

» Wear ear protectors when impact drilling. Exposure to 
Noise can cause hearing loss. 

GSB / GSR 

> Hold the power tool by insulated gripping surfaces, 
when performing an operation where the cutting ac- 
cessory or fasteners may contact hidden wiring. Cut- 
ting accessory contacting a "live" wire may make exposed 
metal parts of the power tool "live" and could give the op- 
erator an electric shock. 


Safety instructions when using long drill bits 
» Never operate at higher speed than the maximum 
speed rating of the drill bit. At higher speeds, the bitis 
likely to bend if allowed to rotate freely without contact- 
ing the workpiece, resulting in personal injury. 
¢ start drilling at low speed and with the bit tip 
with the workpiece. At higher speeds, the bit 
nd if allowed to rotate freely without contact- 
,, resulting in personal injury. 
indirect line with the bit and do 
pressure.Bits can bend causing 


ntrol, resulting in personal injury. 


eh amings = y 
Additional safety war A r i 
» Hold the power tool securely. When tghteninga a * 
<Foosening screws be prepared FOF temporarily high tg duct features 
reactions ’ mumbering of th 
sace. Aworkpiece clamped with : ring of the product features refers to the diagram 
-¢ the workpiece. A works be 
E catia devices or inaviceis held more secure than Power tool on the graphics page 
c lithe : Too! holder 
hance Pe 
> Use suitable detectors to determine if there are hj Keyless chuck 
den supply lines or contact the local utility comp n ) Torque presetting ring 
for assistance. Contact with eleatie rate a ) Mode selector switch (GSB) 
fire and electric shock Damaging gas lines can lead to Gear selector switch 


vater pipes causes property damap 4 
yee Y : Belt clip 


plosion Breaking ¥ 


(8) Battery release button"! 

(9) Worklight (LED) 

(10) Rotational direction switch 

(11) On/off switch 

(12) Bit holder” 

(13) Handle (insulated Bripping surface) 
(14) Battery charge indicator! 

(15) Button for battery charge indicator” 

A) Accessories shown or described are not included with the 


Always wait until the power tool has come to a com . 
a pre before placing it down. The application tg Battery” accessories nar cect find the complete Rlectonek 
can jam and cause you to lose control of the power tog ee 
> Incase of damage and improper use of the battery : ical data 
pours may be emitted. The battery can set alight or srdless Drill/Driver 
plode. Ensure the area's well ventilated and seek me Combination Cordless Drill cr age GSB 18V-50 
attention should you experience any adverse effects, 1 anes 
vapours may irritate the respiratory system. = humber, 3601 JH50., 3601JHS 
» Donot open the battery. There is arisk of short-cij os voltage ve 18 ts 
te o-oad speed ae 
> The battery can be damaged by pointed objects irst gear min* 0-460 
as nails or screwdrivers or by force applied extern, Second gear min? seen 
An internal short circuit may occur, causing the batte rate") — 0-1800 0-1800 
burn, smoke, explode or overheat. escishardior min a ia 
la rd/so! ivi ica- 
nat screwdriving applica Nm 50/28 50/28 


Only use the battery with products from the manuf 


turer. This is the only way in which you can protect he 7 
drilling diameter (first/second gear) 


battery against dangerous overload. 


Protect the battery against heat, e. 
continuous intense sunlight, fire, dirt, 


and moisture. There is a risk of explosion ane 
short-circuiting. 


shuck capacity 


> Switch the power tool off immediately if the appl diameter max 


tion tool becomes blocked. Be prepared for high = : 
torque reactions which cause kickback. The appl ne a to EPTA-Procedure 


tion tool becomes blocked when it becomes jammed in . 
the workpiece or when the power tool becomes ovei itted ambient temperature 
5 during charging 


loaded. 
during operation® and during storage 
ommended batteries 


Product Description and 


Specifications 
Read all the safety and general instructio1 


commended chargers 


Failure to observe the safety and general in- 
structions may result in electric shock, fire” 4) Depends on battery in use 

and/or serious injury. 1) Limited performance at temperatures <0 °C 
Please observe the illustrations at the beginning of this op 
ating manual 


Noise/Vibration Information 


Intended use 

The power tool is intended for driving and loosening scre 
and for drilling in wood, metal, ceramic and plastic. The 
is also designed for impact drilling in brick, masonry and 
stone. 


und pressure level 
ound power level 


Bosch Power Tools 


Bosch Power Too 


Noise emission values determined according to EN62841-2-1, 
[ypically, the A-weighted noise level of the power tool is 


ProCORE18V... 


GAL 18... 
GAX 18... 


GAL 36... 


GSR 18V-50 GSB 18V-50 


72.5 88 
99 
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hanging the tool (see figure A) 
move the battery from the power tool before carry- 
out work on the power tool (e.g. maintenance, 

ing tool, etc.). The battery should also be re- 


— a res ll 


Uncertainty K dB 


Wear hearing protection aay 
hl. ote nec 
Vibration total values a, (triax vector sum) and un y K determine 


Drillinginmeta: ee 2 hoved for transport and storage. There is risk of injury 
a, m/s’ 15 rom Unintentionally pressing the on/off switch. 
k ax ee a nea rill spindle is locked when the on/off switch (11) is not 
a ee — Se sSEC, This makes it possible to change the application 
in the drill chuck quickly, conveniently and easily. 


Impact drilling into concrete 


a, = ~ m/s? the keyless chuck (2) by turning it in the direction of 


10 Until the tool can be inserted. Insert the tool. 
tighten the keyless chuck (2) by turning it by hand in 
\ ia of rotation ®. This will automatically lock the 

Hl i. 


Chip Extraction 


from materials such as lead-containing coatings, some 
dod types, minerals and metal can be harmful to one’s 
Touching or breathing-in the dust can cause allergic 
oe and/or lead to respiratory infections of the user or 
TS. 


dust, such as oak or beech dust, is considered carci- 


K m/s? a 


< discharged, the power tool is switched off by means 
Stectve circuit The application tool no longer rotat : 
Elk the instructions on correct disposal. 
ving the Battery 
eee is equipped with two locking levels to pre 
ailing out when pushing the ba 
tionally. As long as the batte 
itis held in position by means q 


The vibration level and noise emission value given in these 
instructions have been measured in accordance witha 
standardised measuring procedure and may be used to com 
Pare power tools. They may also be used for a preliminary 
estimation of vibration and noise emissions 

The stated vibration level and noise emission value repres 
ent the main applications of the power tool. However, if the 
power tool is used for other applications, with different ap. 


The battery (7) 
vent the battery from f 
fease button (8) uninten 
serted in the power tool, 


plication tools oris poorly maintained, the vibration level spring. hore bat 
5 r y ificanth ms ss the release button ; ee ee 

and noise emission value may differ. This may zi ‘cial , To remove the battery (7), ie el Da aan AA) ic, especially in connection with wood-treatment ad- 

ore the vibration and noise emissions over pull the battery out of the pow . ce tt tive (chromate, wood preservative). Materials containing 

working period. do this. bestos may only be worked by specialists. 


Provide for good ventilation of the working place. 


To estimate vibration and noise emissions accurately, the 
is recommended to wear a P2 filter-class respirator. 


times when the toolis switched offorwhen itis runningbut Battery Charge Indicator 


not actually being used should also be taken into account. battery charge indicator (14) indi Seen 
é i i en LEDs on the battery d rve the relevant regulations in your country for the ma- 
This may significantly reduce vibration and noise emissions Uae of charge of the battery (7). For safety reasg ls to be worked. . ‘ ki 

the state of charge when the void dust accumulation at the workplace. Dust can 


aver the total working period. i 
"i ble to check 
Implement additional safety measures to protect the oper es She been stopped. 
ator from the effects of vibration, such as servicing the ashes harge indicator button (15) to show th 
power tool and application tools, keeping their hands warm, Press the ASU |so possible when the battery is 
and organising workflows correctly state of charge. This # aso HS a 
moved. 


Ifno LED lij hts up after 
Assembly no LEDlig 


button (15). the battery !s 
» Remove the battery from the power tool before carry- 


ing out work on the pow figure D1) 
i i Battery Model GBA 18V... (see f 
i the power tool (e.g. maintenance, : 74 


easily ignite. 
Dperation 


pressing the battery charge indice starting Operati 
defective and must be repl - ing Operation 
; ting the battery 


The use of batteries unsuitable for your power tool can 
to malfunctions or damage to the power tool. 


changing tool, etc.). The battery should also be re- LEDs , 
=) a, transportand storage. There is risk of injury 3 continuous green light 60-100 % on He Fate cee i ef neta tool 
from unintentionally pressing the on/off switch. 2x continuous green light 30-60 % I Scion sae ferro) 
7 1 continuous green light 5-30 % 6 BE an 
Charging the Battery 0-5 % ‘tational direction switch (10) is used to change the ro- 
etechnicaldata.Only _3* flashing green light al direction of the power tool. However, thisis not pos- 
while the on/off switch (11) is being pressed. 


> Use only the chargers listed in th 
these chargers are matched to the li 
your power tool. 


Battery Model ProCORE18V... (see figure D2) 
LEDs Capacity 


sht rotation: To drill and to drive in screws, press the ro- 


thium-ion battery of 
onal direction switch (10) through to the left stop. 


: i i d. To ensure . c 
ara soo Satay ny h 5x continuous green light 80-100% Rotation: To loosen and unscrew screws and nuts, 
OEE aa alll i i 60-80% ress the rotational direction switch (10) through to the 
before using your power tool for the first time. 4» continuous green light fo e A 


40-60% 
20-40% 
5-20% 
0-5 % 


3 continuous green light 
2x continuous green light 
1 continuous green light 
1= flashing green light 


The lithium-ion battery can be charged at any time without 
ducing its service life. interrupting the charging process 
t damage the battery. Re is, 
ion battery is protected against deep dischar 
el Frctection (ECP)". When the battery 


jetting the Operating Mode 
f Drilling 


GSR 
Set the torque 
“ailing symbo] 208 (3) to the 
GSB 
Set the mode set 
“drilling® are ad 
Screwdriving 
GSR 
Set the torque 
quired torque. 
GSB 
Set the mode sel i 
driving" symbol, ecorsericn ()tothe 
Impact drilling (Gsp) 
Set the mode select 
driling’ symbol, Ch (4) tothe impact 
Switching on/off 
To start the power ti 
(ayy ps ‘ol, press and hold the on/off switch 
The LED (9) lights up when the on i 

off isi 
or fully Pressed, meaning that pa Store oS vi ote 
poor lighting conditions. eminated in 
To switch off the power tool, release the on/off switch (11) 
Adjusting the Speed i 
You can adjust the speed of the Power tao} i 
pressing in the on/off switch (11) to aia a re 
Alight pressure on the on/off switch (11) results i - 

i low ro- 
tational speed. Increased pressure. Fee 
inorsike ese on the switch causes an 
Preselecting torque (applies to screwdriving mode) 

The torque presetting ring (3) can be used to pre-select the 

required torque in 20 stages. Once the set torque has been 

reached, the application tool will be stopped. 

Mechanical gear selection 

> Only operate the gear selector (5) when the power 
tool is notin use. 

First gear: 

Low speed range; for working with a large drilling diameter 

or for screwdriving. 

Second gear: 

High speed range; for working with a small drilling diameter. 

> Always push the gear selector switch as far as it will 
go. Otherwise, the power tool may become damaged. 


Temperature-dependent overload protection 

When used as intended, the power tool cannot be over- 
loaded. In the event of overloading or the temperature 
rising/falling outside the permitted operating temperature 
range, the speed will be reduced. The power tool will not run 
at full speed again until the permitted operating temperature 
has been reached. 


Switch (4) to the 


4 
g 
} 


Presetting ring (3) to the re- 


"screw- 


Bosch Power Te Bosch Power Tools 


a ee iene 


TT 
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Fully automatic spindle tock (Auto-Lock) 
The drill spindle, and therefore the too! holde’ 
when the on/off switch (11) is not pressed 
This allows screws to be driven in even when the battery '> 
discharged and enables the power tool to be used #5 3 
screwdriver. 


Practical advice 


> Only apply the power tool to the screw when the tool 
is switched off. Rotating application tools canslip of 

Before screwing larger, longer screws into hard materials, It 

is advisable to pre-drill a pilot hole with the core diameter of 

the thread to approx. 2/3 of the screw length 

An auniliary too! can be used to remove the screw 

or universal bit holder. 

Belt clip 

You can use the belt clip (6) to hang the power too! 

for example. You then have both hands free and the power 

tool is always at hand. 


are locked 


driver bit 


ona belt, 


Maintenance and Service 


Maintenance and Cleaning 


> Remove the battery from the power tool before carry" 
ing out work on the power tool (e.g. maintenance, 
changing tool, etc.), The battery should also be re- 
moved for transport and storage. There is risk of Injury 
from unintentionally pressing the on/off switch 

» Toensure safe and efficient operation, always keep 
the power tool and the ventilation slots clean. 


After-Sales Service and Application Service 


Our after-sales service responds to your questions concem 
ing maintenance and repair of your product as well as spare 
parts. You can find explosion drawings and information on 
Spare parts at: www.bosch-pt.com 

The Bosch product use advice team will be happy to help you 
with any questions about our products and their accessor 
1€s_ 

In ali correspondence and spare parts orders, please always 
include the 10-digit article number given on the nameplate 
of the product. 


Great Britain 

Robert Bosch Ltd. (B.S.C.) 
P.O. Box $8 

Broadwater Park 

North Orbital Road 
Denham Uxbridge 

UBS 5HJ 

At www.bosch-pt.co.uk you can order spare parts or arrange 
the collection of a product in need of servicing or repair. 

Tel. Service: (0344) 7360103 

E-Mail: boschservicecentre@bosch.com 


Ireland 
Origo Lte 
Unit 23N 
Magna Busines 
City West 
Dublin 24 
Tel. Service: dart 
Fax: (01) 4666888 ) 
New Zealand and Pact 
tralia Pty Ltd. 


4 
jagna Drive 
s Par 


(01) 4666700 


fic Islands 
Australia, 
Robert Bosch Aus! 
Power Tools 

ocked Bag 65 . 
os ton South VIC 3169 
Customer Contact Center 
inside Australia: 
orn (01300) 307044 
Fax: (01300) 307045 

side New Zealand: 
Phone (0800) 543353 
Fax: (0800) 428570 

ide AU and NZ 

one +61395415555 

www.bosch-pt.com.au 

www.bosch:pt.co.nz 

Republic of South Africa 

Customer service 

Hotline: (011) 6519600 

Gauteng - BSC Service Centre 

35 Roper Street, New Centre 

Johannesburg 

Tel.: (011) 4939375 

Fax: (011) 4930126 

E-Mail: bsctools@icon.co.za 

KZN - BSC Service Centre 

Unit E, Almar Centre 

143 Crompton Street 

Pinetown 

Tel.: (031) 7012120 

Fax: (031) 7012446 

E-Mail: bse.dur@za.bosch.com 
Western Cape - BSC Service Centre 
Democracy Way, Prosperity Park 
Milnerton 

Tel.: (021) 5512577 

Fax: (021) 5513223 
E-Mail; bsc@zsd.co.za 
Bosch Headquarters 
Midrand, Gauteng 
Tel.: (011) 6519600 
Fax: (011) 6519880 
E-Mail: rbsa-hq.pts@za.bosch.com 


Transport 


The contained lithium-ion batteries are subject to the Dan 
gerous Goods Legislation requirements. The batteries ai 
suitable for road-transport by the user without further re 


strictions. 


shipping by third parties (e.g. by air transport or for 
agency), special requirements on packaging and la- 
Ist be observed. For preparation of the item being 

ved. consulting an expert for hazardous material is re- 


tch battery packs only when the housing is undam- 
Tape or mask off open contacts and pack up the bat: 
cha manner that it cannot move around in the 
also observe the possibility of more de- 
al regulations. 


The machine, rechargeable batteries, ac- 
cessories and packaging should be sorted for 
environmental-friendly recycling. 

Do not dispose of pawer tools and batteries/ 
rechargeable batteries into household waste! 


ig to the Directive 2012/19/EU, power tools that 
longer usable, and according to the Directive 
66/EC, defective or used battery packs/batteries, 
st be collected separately and disposed of in an environ- 
ntally correct manner. 


Lire tous les avertissements de sé- 
curité, les instructions, les illustra: 
tions et les spécifications fournis 
cet outil électrique. Ne pas suivre les instructions 
mérées ci-dessous peut provoquer un choc électrique, 
n incendie et/ou une blessure sérieuse. 
sonserver tous les avertissements et toutes les instruc- 
s pour pouvoir s'y reporter ultérieurement. 
terme “outil électrique” dans les avertissements fait réfé- 
cea votre outil électrique alimenté par le secteur (avec 
dalimentation) ou votre outil électrique fonctionnant 
batterie (sans cordon d’alimentation). 


SAVERTISSE- 


Bosch Power Tools 


Yravail propre et bien éclairée. 
Sont propices aux ac- 


flammer les poussiéres gy heise Ui pewvent en- 


Personnes 
deFoutit ‘ren 


wenit vous faire perdre le contrdle de Fou- 


fiches non modifiées mae 
risque de choc cheer Sadan éduisentle 


> Eviter tout contact du 
Alaterre telles que lec tana ees surfaces religes 


siniéres et les réfrigérateurs, ‘elapse che 
de choc électrique sivotre corps est reliéSlatorre, 


trique. 


> Ne pas maltraiter le cordon. Ne 
don pour porter, trer ou débrancherFoatnaacei re 
Maintenir le cordon a lécart de la chaleur. du lubri- 
fiant, des arétes vives ou des parties en mouvement. 
Des cordons endommagés ou emmélés 
risque de choc électrique. — 

» Lorsqu’on utilise un outil électrique a extérieur, 
serun prolongateur adapté aTutlisation extern 
Cutilisation d'un cordon adapté a l'utilisation extérieure 
réduit le risque de choc électrique. fa 

ia Sil'usage d'un outil électrique emplacement 
humide eat inéeitabe, utils uc aliments 
gée par un dispositif 4 courant différentiel résiduel 
(RCD). L'usage d'un ACD réduit le risque de choc élec- 
trique. 

Sécurité des personnes 


> Rester vigilant, regarder ce que vous étes 
faire ot fale preted bas elas Ba enceeeteac ta 
de l'outil électrique. Ne pas utiliser un outil électrique 
lorsque vous étes fatigué ou sous l'emprise de 
drogues, » de l'alcool ou de médicaments. Un moment 
inattention en cours d'utilisation d'un outil électrique 
peut entrainer des blessures graves. 

> Utiliser un équipement de protection individuelle. 

Toujours porter une protection pour les yeux. Les 

équipements de protection individuelle tels que les 

masques contre les poussiéres, les chaussures de sécuri- 

té antidérapantes, les casques ou les protections audi- 
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